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A condenser and reboiler for the space age

Saving space at the Syzran olil refinery

Case story

Alfa Laval Compabloc condensers and reboilers take up very
little space, so they were a natural contender when a new
stripper tower was required for the gas sweetening process
at the Syzran oil refinery

The Syzran oil refinery in Russia, run by the YUKOS Oil
Company, has a capacity of 150,000 barrels of crude oil per
day. When the plant was extended, Alfa Laval Compabloc
reboiler and condenser units were installed instead of tradi-
tional shell-and-tube units.

Compabloc thermosiphon reboilers were installed at the base
of one of the stripper columns, and a Compabloc reflux con-
denser was mounted directly on the top of the column. The
stripper column is used in the gas sweetening process, in
which hydrogen sulphide (H-S) is absorbed in 15% MEA solu-
tion, and then removed at the top of the stripper. The reboil-
ers operate at 125°C and 2.3 bara, and the condenser at
115°C and 2.1 bara. The H:S is subcooled down to 40°C in a
condenser.

The Compabloc condenser and reboiler consist of a welded
stack of corrugated plates made of stainless steel. The corru-
gated pattern in a Compabloc unit creates a high level of tur-
bulence, which results in very efficient heat transfer. The heat
transfer coefficient in a Compabloc reboiler is normally 2-4
times higher than that in a shell-and-tube unit, and the
required heat transfer area is consequently 2—4 times less. In
addition, the Compabloc design is in itself extremely com-
pact. In other words, it is possible to reduce the total space
occupied by the reboiler by a factor of five, and sometimes
even more.

Inspection and cleaning are seldom required, but these tasks
are made easy due to the minimal space requirements.
Downtime is thus significantly reduced, compared with shell-
and-tube units.

The decision to install the extremely compact Compabloc
solution instead of traditional shell-and-tube units enabled
YUKOS to save both money and space. The Compabloc
reboilers have been in operation since January 2002, and the
general consensus of opinion at the Syzran refinery is that the
Compabloc units work extremely well.
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Stripper tower in gas sweetening process, with reboilers and reflux
condenser marked with circles (close-ups on next page)






